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	Procedures for cleaning a WMD Guns Beast Rifle or WMD Guns Barrel

The following provides cleaning and barrel break-in procedures. This is to ensure reliable and consistent accuracy from your new Beast rifle or WMD Guns barrel. Please read the cleaning procedures on this page before you read the break-in procedure. 

When cleaning, use the following procedures to clean your Beast rifle or WMD Guns barrel: 
Use a quality one-piece cleaning rod that is coated, brass or another metal that is softer than the steel used in the bore. Never use a stainless steel cleaning rod. 

Use a bore guide designed for an AR-15 for 5.56/.223 and use an AR-10 bore guide for 6.5CM or .308 win.  Always clean from chamber end only. Never clean from the muzzle since you could cause damage to the crown of the barrel. 
1. Clean powder residue from bore using a solvent like Shooter’s Choice or good solvent that will remove fouling.  Following instructions on bottle and don’t mix solvents together. Only use one solvent at a time. If you want to change solvent make sure the barrel is dry. Do not leave strong ammonia cleaning products in your bore for extended periods of time. Do not allow solvents to contact stock as it could discolor the finish. Understand your finish NiB-X is mostly nickel. So do not use Hoppe’s solvent since it can damage the finish.  

1. Follow with a copper remover to remove copper fouling every 200 round or so. Instructions on bottle should be followed to insure proper cleaning. 

1. Finish with a patch of very lightly coated with gun oil for storage after use. Always remember to wipe out the bore with a dry patch before using the Beast rifle or WMD Guns barrel.

Procedures to break in a WMD Guns Beast Rifle or WMD Guns Barrel 
1. Shoot one round and then clean.  Do this for the first ten rounds. 

1. Shoot three rounds and then clean.  Do this for the next fifteen rounds.

1. Shoot five rounds and then clean.  Then shoot a fouler round to ready the bore. Then shoot three to 5 rounds for accuracy.

1. NOTE:  Allow the barrel to cool to ambient temperature before shooting each series of break-in rounds. This is to avoid unnecessary throat erosion. Do not shoot your rifle in succession until the barrel is too hot to touch with a bare hand. 
Once the barrel is broken in, remember to clean the barrel after approximately every 40 to 60 rounds to keep accuracy optimal. A dirty bore is a primary cause of poor accuracy.
Enjoy your WMD Guns Beast rifle or WMD Guns barrel. If you have any questions send your emails to techsupport@wmdguns.com.
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